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(57) ABSTRACT

A device is proposed for detecting at least one analyte in a
bodily fluid. The device comprises at least one test element
with at least one two-dimensional evaluation region. The
device furthermore comprises at least one spatially resolving
optical detector having a plurality of pixels. The detector is
designed to image at least part of the test element onto an
image region. In the process, at least part of the evaluation
region is imaged onto an evaluation image region. The detec-
tor is matched to the test element such that a predetermined
minimum number of pixels is provided for each dimension
within the evaluation image region. The pixels are arranged in
a two-dimensional matrix arrangement. The matrix arrange-
ment has pixel rows and pixel columns, wherein the pixel
rows are arranged substantially parallel to a longitudinal
direction of the evaluation region and/or of the evaluation
image region.
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DEVICE FOR DETECTING AN ANALYTE IN
A BODILY FLUID

RELATED APPLICATIONS

This application is a continuation of PCT/EP2011/061783,
filed Jul. 11, 2011, which claims priority to EP 10 170 088.8,
filed Jul. 20, 2010 both of which are hereby incorporated by
reference in their entireties.

BACKGROUND

This disclosure relates to a device for detecting at least one
analyte in a bodily fluid by means of at least one test element
and preferably by means of atleast one lancet with a capillary.
This disclosure furthermore relates to a method for recogniz-
ing an evaluation region of a device for detecting at least one
analyte in a bodily fluid. Such devices and methods are used,
in particular, in diagnostics for qualitatively or quantitatively
detecting one or more analytes, for example one or more
metabolites such as e.g. blood glucose, in bodily fluids such
as e.g. blood or interstitial fluid.

The prior art has disclosed a multiplicity of devices for
detecting at least one analyte in a bodily fluid. Here, use is
generally made of test elements which have at least one test
chemical. This test chemical contains at least one detection
reagent which, when it comes into contact with the at least one
analyte, carries out an analyte-specific reaction, which can for
example be detected by electrochemical and/or optical
means.

In addition to individual systems, in which the sample of
bodily fluid is obtained and analyzed separately, integrated
systems in particular have prevailed in recent times. By way
of example, integrated systems for determining the blood
glucose are composed of means for obtaining blood and
means for determining glucose. In the step of obtaining
blood, some systems make use of a flat lancet with a semi-
open microcapillary, in which the capillary typically has a
width of 120 pm and a length of 4 mm. After obtaining blood
by means of a piercing process, for example into a finger tip,
an ear lobe or a forearm, the blood taken up into the capillary
is often transferred onto a test field of the test element by
virtue of causing the lancet to approach said test field, for
example by being pressed onto the latter. As a result, there
likewise is the creation of an approximately 120 pm wide
print of the capillary on the test element, for example a strip-
shaped test element, which changes depending on the blood
glucose content and depending on the test chemical recipe. In
the case of optical systems, this change generally consists of
alocal change in color, which can be measured by reflectance
photometry. In principle, details of this method are suffi-
ciently well known from the literature.

Here, in principle, there is a problem in that measuring the
discoloring of the test fields by means of non-spatially-re-
solved sensors, i.e. by means of for example a single photo-
diode, is problematic in that the position of the grayscale
discoloring or discoloring on the test field in this case would
have to be captured very precisely by mechanical means and
with low mechanical and/or optical tolerances. This is diffi-
cult to achieve in the case of a lancet that can move for
piercing and for obtaining blood. By way of example, if a
tolerance in the lateral position of less than 10% is to be
achieved, the positional tolerance in the case of a capillary
with a width of 120 pm must not exceed approximately 10
um; this is a significant challenge from a mechanical point of
view.
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It is for this reason that the use of a spatially resolved
detector, e.g. a CMOS camera, has been proposed a number
of times. By way of example, U.S. Pat. No. 6,847,451 Bl
describes devices and methods for determining the concen-
tration of an analyte in a physiological sample. Here, use is
made of at least one light source and at least one detector
array, as well as of means for determining whether a sufficient
amount of sample is present on a plurality of different sur-
faces. Inter alia, it is proposed here to use a CCD array as
detector array. Alternatives to the spatially resolved detection
include, for example, spatially resolved illumination or a
mixture of such methods, such as e.g. methods based on
line-by-line scanning.

U.S. Publication No. 2004/0095360 A1 describes a user
interface of an image recording device and an image process-
ing method which can for example be used to evaluate bio-
logical samples such as pregnancy tests or drugs tests. In the
process, a high-resolution camera sensor, designed as a color
sensor, is used for actually capturing the image. Inter alia, it is
proposed here that use is made of a line and a reference line
within the test.

U.S. Pat. No. 7,344,081 B2 describes a method for auto-
matically recognizing a test result of a sample zone on a test
strip. In the process, an image of a barcode and an image of at
least one test strip are recorded. A color response of the test
strip to a sample application is determined. However, in order
to resolve a barcode, it is inherently necessary to use a detec-
tor with a high resolution and hence with a large number of
pixels.

U.S. Pat. No. 5,083,214 describes a device and a method
for determining suitable points to take a sample. In the pro-
cess, an array detector is scanned over a code present in the
form of a microfilm, with a reduction in the data to be
recorded being achieved as a result of the specific type of
encoding. A challenge in this method consists of recognizing
moving parts and, in the process, of in particular capturing
information in digital form.

German Patent No. DE 196 31 086 Al has disclosed an
active pixel image sensor row, which uses protective rings,
protective diffusions or a combination of these two tech-
niques in order to prevent electrodes generated at the edge of
an active region from being incident on an image sensor
matrix. U.S. Publication No. 2007/0046803 A1 has disclosed
a CMOS image sensor with a plurality of active pixel rows
and one optically black pixel row. The optically black pixel
row is activated in order to generate a respective optically
black signal when each of at least two of the active pixel rows
are activated. Both documents relate to specific aspects of the
chip design of optically sensitive chips.

However, known approaches for evaluating images of test
elements have the problem that an image has to be detected
with a comparatively high resolution and has to be analyzed,
for example using pattern recognition methods. In this case, a
comparatively high resolution for example means a total of 1
million pixels, with, however, pixel arrays with a smaller
number of pixels also being used in principle. Nevertheless, it
is still necessary to transmit a large amount of data to periph-
eral electronics within a short space of time, e.g. 100 ms, and
to use the latter to evaluate said data online; this significantly
restricts the service life of the battery, particularly in the case
of portable, e.g. handheld, instruments due to the high clock
rates of the electronics required for this and due to the large
number of computational operations. A partial solution is
offered by pre-processing the image information in periph-
eral electronics. Such methods and devices are described in,
for example, European Patent No. EP 1 351 189 Al, U.S.
Publication No. 2005/0013494 A1 or in U.S. Publication No.
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2003/0123087 Al. Alternatively, pre-processing in part
already lends itself directly to a CMOS sensor, as described in
e.g. U.S. Pat. No. 6,515,702 B1.

A method of a histogram evaluation was proposed as an
alternative to a conventional on-chip or oft-chip pattern rec-
ognition which subdivides the image into wetted, i.e. glucose-
information carrying, and unwetted regions for further analy-
sis. This method is described in European Patent No. EP 1 843
148 A1. Here, a frequency distribution is established for the
detected light intensities, with the frequency distribution hav-
ing at least a first maximum caused by unwetted portions and
a second maximum caused by wetted portions. The concen-
tration of the analyte is established from the frequency dis-
tribution. However, even though the histogram analysis,
which for example is implemented directly on the CMOS
image sensor, would significantly reduce the amount of data
to be transmitted and evaluated, the proposed method, if
preceding image preprocessing is to be avoided, realistically
would still require significantly more than 10 000 pixels in
order thus to enable a sufficiently precise glucose measure-
ment.

In addition to the analysis and proposals outlined above,
there moreover is the requirement from the point of view of
metrology that the dimensions of typical measuring instru-
ments are to be kept very small, which leads to significant
consequences in terms of the flexibility of the optical unit
layout. With increasing miniaturization, the lens used to
image a test spot on a detector must have an increasingly
higher refractive index, leading to increasing aberrations. By
way of example, this results in the imaging being out of focus
atthe edges. In order not to compromise the image quality any
further, the smallest possible pixels are desirable from an
optics point of view. At the same time, the pixel dimensions
on the detector are, as a result of the semiconductor process-
ing technology of such sensors, generally restricted to values
of'at least 4 um, of preferably more than 8 um and of particu-
larly preferably more than 20 pm. This means that semicon-
ductor technology in general requires pixels that are as large
as possible, whereas the optical unit layout requires ones that
are as small as possible. This conversely leads to the necessity
of magnifying imaging and, as a result, to a further reduction
in the imaging quality in practical, cost-effective systems.
Furthermore, the requirements on the positional tolerance of
the test field increase in conventional systems with an increas-
ing magnification scale.

SUMMARY

This disclosure provides a device and a method which
avoid the above-described disadvantages of known devices
and methods. In particular, it should be possible to embody
the device as a portable handheld instrument and said device
should, while having simple electronics, a simple optical unit
and low resource and energy consumption, be able to perform
a reliable optical detection of at least one analyte in a bodily
fluid with high measurement accuracy.

In a first aspect of this disclosure, a device is proposed for
detecting at least one analyte in a bodily fluid, which device
comprises at least one test element. By way of example, the
device can be embodied as a portable instrument, more par-
ticularly as a handheld instrument or manual instrument, and
can, for example, comprise an internal energy source, for
example an electrical energy store such as e.g. a battery
and/or a rechargeable battery. In particular, the device can be
embodied as portable test instrument.

In principle, any types of detectable analytes and/or param-
eters of the bodily fluid can be considered as an analyte. It is
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typical for the analyte to comprise at least one metabolite.
Examples of typical detectable analytes include glucose, cho-
lesterol, lactate or other analytes. In principle, it is also pos-
sible to detect combinations of analytes. By way of example,
blood, interstitial fluid, saliva, urine or other bodily fluids are
used as bodily fluid.

The device comprises at least one test element. A test
element should generally be understood to mean an element
which is designed such that it carries out at least one detect-
able change as a result of the analyte, for example as a result
of contact with the analyte. By way of example, the test
element can, for this purpose, comprise at least one test
chemical, which can carry out such analyte-specific detec-
tion. Examples of such detectable changes are optically
detectable changes, for example changes in color or changes
in grayscale values and/or other optically detectable changes.
By way of example, the test element can have at least one test
field which comprises the test chemical. Here, a test field
should generally be understood to mean a planar element
which comprises the at least one test chemical. However, the
test field can additionally comprise a layered design, wherein
at least one further layer, for example a separation layer, can
be applied in addition to an at least one layer comprising the
test chemical. Thus, the test field can for example comprise a
sample application area which can for example be a surface of
the test field. By way of example, a separation layer can be
provided as the uppermost layer; it can separate out interfer-
ing constituents of the sample, e.g. red blood cells. The test
field can furthermore comprise at least one detection layer,
which in turn comprises the test chemical and which can
preferably be provided below the optional separation layer.
Furthermore, the test field can have a detection side, from
which in this case the detectable change can be observed. By
way of example, the detection side can be arranged opposite
to the sample application side. By way of example, the lay-
ered design can be embodied such that the interfering con-
stituents of the sample such as e.g. red blood cells are no
longer visible from the detection side. By contrast, the change
in the at least one property should be observable from the
detection side.

The test element comprises at least one at least two-dimen-
sional evaluation region. By way of example, this evaluation
region can be arranged on the detection side of the test ele-
ment, e.g. of the test field. By way of example, the evaluation
region can be part of the detection side and can for example be
arranged on a side of the test field lying opposite to the sample
application side. In general, an evaluation region should be
understood to mean a region of the test field which is influ-
enced, in an optically identifiable manner, by the sample of
the bodily fluid in the case of a test in the device running
according to plan. By way of example, this can be the region
within which an optically visible change occurs on the detec-
tion side when a capillary filled with the sample is pressed
onto the sample application side, be it as a result of the sample
itself or as a result of an analyte-specific reaction within a test
chemical of the test element. Hence, the evaluation region is
defined by a use of the device as intended as the part of the test
element, more particularly as the part of a detection side of a
test field, within which a change occurs during intended use,
e.g. during an intended transfer of the sample onto the test
field. Excluded therefrom are transfer processes which do not
run correctly, e.g. transfer errors of the sample onto the test
element, e.g. flooding of the test element and/or underdosing
the sample. By way of example, the test element can generally
comprise a sample application region, onto which sample is
transferred in a spatially delimited fashion when the device is
used as intended, wherein the sample application region can
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for example be arranged on a sample application side of the
test field. The evaluation region can comprise a region lying
opposite the sample application region, for example a projec-
tion of the sample application region from the sample appli-
cation side onto the detection side of a test field. By way of
example, the sample application region can have a substan-
tially rectangular shape, corresponding to an outer form of a
capillary. In this case, the evaluation region can, for example,
also have a substantially rectangular design, as projection of
the sample application region from the sample application
side onto the detection side.

The device furthermore comprises at least one spatially
resolved optical detector. By way of example, this detector
can comprise at least one spatially resolved optical sensor, for
example a sensor array with a plurality of sensor pixels, i.e.
optical individual sensors. Furthermore, as will still be
explained in more detail below, the detector can comprise an
optical unit which is designed to image the evaluation region
onto the optical sensor, e.g. a sensor chip. By way of example,
this optical unit can comprise one or more lenses and/or other
imaging optical systems.

The detector has a multiplicity of pixels, for example as
components of an optical sensor, for example of a sensor chip.
Here, pixels should generally be understood to mean image-
sensitive individual sensors, which can for example be
arranged in a matrix arrangement. In this case, the detector,
for example an optical unit of the detector, is designed to
image at least part of the test element onto an image region.
Here, an image region can be understood to mean a portion of
the sensor pixels of the detector, more particularly of the
optical sensor of the detector, for example a spatially contigu-
ous portion of sensor pixels of the sensor, on which the part of
the test element is imaged such that these sensor pixels
receive image information from the imaged part of the test
element. By way of example, part of the detection side of the
test element, for example of the test field, can be imaged onto
the image region. In addition to the imaged part of the test
element, the detector can furthermore be designed to image
further parts of the device, for example part of a lancet and/or
capillary, onto the optical sensor. Accordingly, provision can
be made for further image regions, which do not contain
images of the test element but rather images of other parts of
the device.

When imaging either the entirety or at least part of the test
element, for example when imaging the detection side of the
test element or of the test field or of part of the detection side,
onto the image region, at least part of the evaluation region
should be imaged onto an evaluation image region. Hence the
evaluation region can be, at least in part, a component of the
part of the test element which is imaged onto the image
region. The evaluation image region is a subset and/or portion
and/or part of the image region, for example a contiguous
portion of sensor pixels of the sensor, which receive image
information of the evaluation region when the evaluation
region is imaged.

Here, it is proposed that the detector is matched to the test
element or, overall, to the device such that a predetermined
minimum number of pixels are provided within the evalua-
tion image region for each dimension of the evaluation image
region. This means that in each direction of the evaluation
image region, e.g. in an X- and a y-direction, a minimum
number of pixels N, and N are respectively provided. As will
still be explained in more detail below, the evaluation image
region can for example have a direction y perpendicular to a
longitudinal extent of the capillary or of the print of the
capillary or of the image of the capillary on the evaluation
image region, which is also referred to as transverse dimen-
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sion or transverse side, and a coordinate x parallel to a longi-
tudinal extent of the capillary or of the image of the capillary
or of the image of the print of the capillary, which can also be
referred to as longitudinal direction or longitudinal side. In
particular, the transverse side and the longitudinal side can be
substantially perpendicular to one another. The pixels are
arranged in a two-dimensional matrix arrangement. The
matrix arrangement has pixel rows and pixel columns. The
pixel rows are arranged substantially parallel to a longitudinal
direction of the evaluation region and/or of the evaluation
image region.

Inparticular, as illustrated above, the evaluation region can
be part of the test element. In particular, this can be part of a
test field of the test element with at least one detection chemi-
cal for detecting the analyte, for example part of a detection
side of the test field. In particular, the device can be designed
such that bodily fluid is transferred onto a sample application
region of the test element, for example onto a sample appli-
cation side of a test field, for detecting the analyte. By way of
example, if the device is used as intended, this sample appli-
cationregion can be spatially delimited, for example by virtue
of the latter substantially corresponding to a print of a capil-
lary on the test field, for example on the sample application
side, i.e. to a region within which bodily fluid, e.g. blood, is
transferred onto the sample application side from the capil-
lary.

In particular, the device can be designed such that bodily
fluid, more particularly blood and/or interstitial fluid, is trans-
ferred onto the test element for detecting the analyte. As
illustrated above, this transfer can be brought about on a
spatially delimited sample application region of a sample
application side of a test field. However, in principle, other
embodiments are also possible. By way of example, the trans-
fer can be brought about by virtue of causing a transfer ele-
ment to approach the test element, for example at a sample
application side of a test field. This approach can lead right up
to physical contact between the transfer element and the
sample application side of a test field. By way of example, the
transfer element can, as illustrated above, comprise a capil-
lary, for example a capillary within a lancet. Such lancets with
capillaries are often also referred to as microsamplers. The
sample application region can in particular correspond to the
evaluation region, for example by virtue of the evaluation
region being a region of the test element, within which, as
described above, a change occurs which can be detected by
optical means in the case of a correct transfer of bodily fluid
onto the sample application region. By way of example, the
evaluation region can be a region of a test field lying opposite
the sample application region, for example a projection of the
sample application region from the sample application side
onto the detection side provided that e.g. lateral expansion
effects when penetrating the test field can be discarded. By
way of example, this is how it is possible to transfer the bodily
fluid onto the sample application region on the sample appli-
cation side of a test field, while detection takes place from the
rear side, i.e. from the detection side, where an optically
detectable change can be detected within the evaluation
region.

As illustrated above, the device can in particular comprise
at least one lancet element with at least one capillary. By way
of'example, the device can comprise a drive device, by means
of'which a puncturing movement of the lancet element can be
driven, for example comprising a forward movement (pierc-
ing movement) and a return movement. Bodily fluid can be
taken up in the capillary during the piercing procedure and/or
during the return movement. The device can then, in particu-
lar, be designed to take up bodily fluid by means of the
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capillary and to transfer bodily fluid onto the test element, in
particular onto a test field with at least one detection chemi-
cal, by causing the capillary to approach the test element. By
way of example, this transfer can be onto a sample application
region of a sample application side of the test element, in
particular of the test field. In particular, the approach of the
capillary to the test element, for example to the sample appli-
cation side of the test field, can be brought about by means of
atleast one actuator. Thus, provision can for example be made
for an actuator which causes the capillary at least partly filled
with the bodily fluid to approach the test field, for example the
sample application side, until the transfer takes place. By way
of example, the capillary can be pressed onto the sample
application side of the test field. However, in principle, a
contact-free approach is also possible, for example an
approach to within such a short distance that there is a sample
transfer from the capillary to the sample application side by
means of e.g. capillary forces between the lancet and the test
field and/or adhesion forces. However, as an alternative to an
actuator, or in addition thereto, the device can also have a
different design for causing the capillary to approach the test
element. By way of example, the lancet or the capillary can be
guided during the retrieval movement of the lancet such that
it describes a path in space within which approaching of the
test element, for example the sample application side of the
test field, takes place. By way of example, provision can be
made for curved guidance of the lancet, within the scope of
which the lancet describes a curved path by means of which
the lancet or the capillary is pressed against and/or caused to
approach the test field. Various other embodiments or com-
binations of the aforementioned and/or other embodiments
for causing the capillary to approach the test element are
possible.

As described above, the evaluation region can in particular
be a region of the test element within which an optically
detectable change occurs as a result of the transfer of the
bodily fluid onto the test element. This change can be caused
by the bodily fluid itself or, to a greater or lesser extent, by the
at least one analyte contained in the bodily fluid and, for
example, the reaction of said analyte with the at least one test
chemical. As described above, the evaluation region can
therefore in particular be part of a test field, for example part
of'a detection side of a test field, which can, for example, also
lie opposite a sample application side of the test field, for
example by virtue of the evaluation region corresponding to a
projection of a sample application region of the sample appli-
cation side when the device is used as intended. By way of
example, the evaluation region can be a region in which an
optically detectable change, for example a change in color
and/or a change in grayscale value, occurs as a result of the
sample. In particular, the evaluation region can be an image of
the capillary from the sample application side onto the detec-
tion side, or a portion of this projection.

In particular, the capillary can have a width of 50 to 200 um,
more particularly of 90 to 150 pm and particularly preferably
of approximately 120 um. As an alternative, or in addition
thereto, the capillary can, in particular, have a length of at
least 1 mm, more particularly at least 2 mm and preferably a
length of 2 to 4 mm. Capillaries typically have a depth of 20
to 150 um, for example a depth of 50 to 120 um. However, in
principle, other dimensions of the capillary are also possible.

In particular, the device can be designed to recognize the
evaluation region automatically. To this end, the device can
for example have an evaluation device, which can for
example be wholly or partly integrated into the detector but
which can however also be wholly or partly arranged exter-
nally. By way of example, this evaluation device can com-
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8

prise one or more data-processing devices. Alternatively, orin
addition thereto, the evaluation device can however also have
a simpler design and can for example comprise one or more
comparators and/or other electronic devices in order to com-
pare signals of the detector, for example signals of the optical
sensor and/or of one or more pixels of the optical sensor, to
one or more thresholds. As an alternative to the object of
recognizing the evaluation region, or in addition thereto, the
evaluation device can also have other objects, for example the
objects of carrying out a data reduction, the object of recog-
nizing work processes that are not as intended, the object of
preprocessing image data or similar objects.

Various methods can be used for automatic recognition of
the evaluation region. A first method variant makes use of the
fact that the evaluation region can preferably constitute a
projection of a capillary onto the detection side of the test
element. Accordingly, a pattern recognition method, in which
a lancet and/or a capillary of the device is recognized, can be
used in this first method variant. Thus, the device can for
example be designed such that the capillary protrudes beyond
the test element, such that the detector records not only an
image of the detection side of the test element but also a
portion of the lancet and/or of the capillary in which the latter
does not rest on the sample application side of the test ele-
ment. By way of example, as illustrated above, provision can
be made for a test field with a sample application side, which
the lancet with the capillary is caused to approach, and with an
opposing detection side which is observed by the detector. If
the lancet with the capillary protrudes laterally beyond the
test field, the detector preferably records part of the lancet and
of'the capillary, which part is not optically covered by the test
field. In particular, the pattern recognition method can be
designed such that an extrapolation of the lancet and/or cap-
illary onto the test element is identified as an evaluation
region. Examples of this first method variant will be
explained in more detail below.

In a second variant of the method or the device, which can
be used as an alternative or in addition to the variant above,
use can be made of a signal-change method. In a signal-
change method, changes in the signals of the optical sensor of
the detector are monitored. Here, a region of the test element
within which an optically detectable change occurs as a result
of transferring the bodily fluid onto the test element is iden-
tified as an evaluation region. As illustrated above, this opti-
cally detectable change can be a change which is caused by
the bodily fluid itself, for example by virtue of the bodily fluid
itself leading to a darkening and/or a change in the grayscale
value and/or a change in the color within the evaluation region
on the detection side of the test element, for example of the
test field. However, these optical changes can, alternatively or
in addition thereto, also be caused by the analyte to be
detected itself. In both cases, the position of the evaluation
region can be determined by means of the signal-change
method. By way of example, an evaluation region can be
recognized and defined by recognizing inhomogeneities,
caused by the capillary edge, in the optically detectable
change, for example in a discoloring and/or darkening and/or
change in a grayscale value.

This aspect of these teachings can also be implemented
independently of the remaining aspects of this disclosure.
Thus, in a coordinate aspect, a method is proposed for recog-
nizing an evaluation region of a test element, in particular by
using a device as described above or in the following text.
However, in principle, the use of other types of devices is also
feasible. In general, use is made within the method of at least
one lancet element, for example as per the description above,
with at least one capillary. Bodily fluid held in the capillary is
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transferred onto the test element, for example onto a sample
application side of a test field of the test element. Further-
more, at least one spatially resolved optical detector, for
example as per the description above, is used to image at least
part of the test element, for example part of a detection side of
a test field of the test element, onto an image region, for
example an image region of an optical sensor of the detector.
Here at least part of the evaluation region of the test element
is imaged onto an evaluation image region. The method is
carried out such that the evaluation region is recognized auto-
matically, from a method selected from the following: a pat-
tern recognition method, wherein, in the pattern recognition
method, the lancet and/or the capillary is recognized, wherein
an extrapolation of the lancet and/or of the capillary onto the
test element is identified as evaluation region; and a signal-
change method, wherein a region of the test element within
which an optically detectable change occurs as a result of the
transfer of the bodily fluid onto the test element is identified as
evaluation region. By way of example, the latter method
variant can be carried out by means of simple comparison
methods, for example by monitoring one pixel, a plurality of
pixels or all pixels of an optical sensor of the detector, com-
paring the signals from these pixels with signals recorded in
advance and for example comparing the signal changes to
thresholds. If the signal changes exceed predetermined
thresholds, the conclusion can for example be drawn that
wetting has taken place and that the associated pixels are
arranged within the evaluation region or within the evaluation
image region. In respect of further possible embodiments,
reference can be made to the description above.

In particular, the detector can be designed such that it, or an
optical sensor of said detector, has a total number of no more
than 1000 pixels, preferably a total number of no more than
500 and particularly preferably a total number of no more
than 256 pixels. By way of example, use can be made of
detectors which have a longitudinal side and a transverse side.
As defined above, the longitudinal side can in particular be
defined as x-direction which in the normal case, i.e. if the
device is used as intended, is arranged parallel to the capillary
or parallel to the image of the capillary in the image region.
Accordingly, the transverse side can be aligned perpendicular
to the capillary or perpendicular to the image of the capillary
and can for example be defined as y-direction. In particular,
the detector can be designed such that the latter has at least 3
pixels, preferably no more than 100 pixels, more particularly
20 to 50 pixels and particularly preferably 32 pixels in the
direction of the transverse side. Furthermore, in the direction
of'the longitudinal side, i.e. in the x-direction, the detector can
have at least 1 pixel, preferably 2 to 20 pixels, more particu-
larly 5 to 10 pixels and particularly preferably 7 pixels. How-
ever, in principle, other embodiments are also possible. It is
particularly preferable for the detector to be embodied such
that at least 3 pixels, more particularly 5 to 30 pixels and
particularly preferably 10 pixels are arranged within the
evaluation region, i.e. within the region in which optically
detectable changes are noticeable if the device is used as
intended and if, for example, bodily fluid is transterred onto
the test element as intended.

In particular, as explained above, the evaluation region can
have a longitudinal side and a transverse side, more particu-
larly a longitudinal side aligned parallel to the capillary or to
the image of the capillary on the image region and a transverse
side aligned perpendicular to the capillary or the image
thereof. As explained above, the transverse side can be
defined as y-direction, and the longitudinal side can be
defined as x-direction, with these directions preferably being
substantially perpendicular to one another, for example with
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a deviation of no more than 5°. Pixels with the same y-coor-
dinate can then be referred to as pixel row and pixels with the
same x-coordinate can be referred to as pixel column. In
particular, the detector can be designed such that at least 3
pixel rows, more particularly 3 to 10 pixel rows, are arranged
within the evaluation region in the direction of the transverse
side. Alternatively, or in addition thereto, the detector can be
designed such that at least one pixel column, preferably at
least three pixel columns, more particularly 3 to 10 pixel
columns and particularly preferably 7 pixel columns are
arranged in the direction of the longitudinal side.

In particular, the pixels can have an elongate pixel geom-
etry. Here, an elongate pixel geometry should be understood
to mean a geometry in which the pixels have a greater extent
along one dimension than along another dimension. By way
of example, the pixels can have a greater length in the x-di-
rection than in the y-direction. By way of example, the evalu-
ation region can thus have a longitudinal side and a transverse
side, more particularly a longitudinal side aligned parallel to
the capillary and a transverse side aligned perpendicular to
the capillary. In particular, the pixels can have a length in the
direction of the longitudinal direction, i.e. for example in the
x-direction, and a width in the direction of the transverse side,
preferably in the y-direction. Here, the length can preferably
exceed the width. In particular, the length can exceed the
width by at least a factor of 1.3, more particularly by at least
a factor of 1.7 or at least a factor of 2 and particularly prefer-
ably by a factor of 2.3. In practice, such pixel geometries were
found to be particularly suitable for elongate capillaries with
typical dimensions, for example the capillary dimensions
illustrated above, in order to reliably capture the evaluation
region and evaluate the optically detectable changes. The
length of the pixels can for example be 10 to 300 um, prefer-
ably 50 to 100 pm and particularly preferably 70 um. The
width can for example be 5 to 200 pm, preferably 10 to 100
um and particularly preferably 30 pm.

The pixels are be arranged in a two dimensional matrix
arrangement. The matrix arrangement has pixel rows and
pixel columns, for example as described above. Thus, the
rows can for example be aligned parallel to the x-direction,
and the pixel columns can be aligned parallel to the y-direc-
tion. The pixel rows are arranged substantially parallel to the
longitudinal direction of the evaluation region, for example
substantially parallel to an image of an axis of longitudinal
extent of the capillary or of the image of the capillary in the
image region. Here, “substantially parallel” can more particu-
larly be understood to mean a deviation from being com-
pletely parallel of less than 5°, more particularly a deviation
of'less than 2° and particularly preferably a deviation of 1° or
less, more particularly 0°. The longitudinal direction of the
evaluation region, i.e., for example, an axis of longitudinal
extent of the capillary and/or of an image of the capillary in
the image region, can thus be arranged substantially parallel
to the pixel rows. This embodiment of the device, particularly
in combination with the above-described elongate pixels,
leads to a particularly efficient evaluation of the evaluation
region in the case of the smallest possible number of pixels,
the option of using large pixel areas and nevertheless having
reliable evaluation of a multiplicity of pixels within the evalu-
ation region.

In particular, the detector can, as already explained above,
have a spatially resolving optical unit. This spatially resolving
optical unit can for example have one or more lenses and/or
other optical imaging systems. Furthermore, the spatially
resolving optical unit can have further optical elements with
non-imaging properties, for example stops or the like. Fur-
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thermore, provision can be made for filters, mirrors, other
types of optical deflection elements or other optical elements.

The spatially resolving optical unit can in particular be
designed to image the evaluation region on the evaluation
image region with a magnification of 3:1 to 0.5:1, preferably
with a magnification of 2:1 to 0.8:1, particularly preferably
with a magnification of 1.1:1t0 0.9:1 and ideally of 1:1. Here,
amagnification of 3:1 means that the evaluation image region
is larger than the evaluation region by a factor of 3. Thus, the
optical unit is ideally designed such that it does not have any
magnification in the actual sense of the word, but rather that
the dimensions of the evaluation image region substantially
correspond to the dimensions of the evaluation region.

As described above, determining the evaluation region is
based on proper wetting. By way of example, the evaluation
region can comprise a print of the capillary or a projection of
the capillary onto the detection side. Apart from proper wet-
ting, during which, apart from inhomogeneities in the edge
region of the capillary which generally cannot be avoided,
bodily fluid is merely transferred from the capillary onto the
test element, for example onto the sample application side,
various transfer errors and/or wetting errors may occur. Thus,
for example, the capillary may be filled to an insufficient
extent such that too small an amount of bodily fluid is trans-
ferred onto the sample application side. However, this case of
incomplete filling and/or incomplete transfer of bodily fluid
onto the test element only constitutes one of a number of error
cases. By way of example, this case can occur if an unsuitable
puncturing point into body tissue was chosen such that, for
example, a too small amount of bodily fluid was taken up by
the microsampler during a puncturing process and/or sample
taking process. The opposite case can also occur. By way of
example, in this case, the whole lancet can be wetted by
bodily fluid or blood, which is then transferred onto the test
element such that, for example, the test element is flooded by
bodily fluid. This case can also lead to errors, for example by
virtue of, as will still be explained in more detail below, no
non-wetted regions being available within the image region,
i.e. regions outside of the evaluation region which could serve
as reference value and/or “blank value” for characterizing the
discoloring or the optical change in the test element.

Therefore it is particularly preferable for the device to be
designed to characterize, more particularly to evaluate, a wet-
ting of the test element with the bodily fluid. By way of
example, this characterization can be brought about by virtue
of' the fact that an evaluation device is provided, which evalu-
ates signals of the optical sensor of the detector, for example
an evaluation device with the above-described features. By
way of example, the evaluation device can characterize the
wetting such that proper wetting, i.e. a proper transfer of
bodily fluid onto the test element, is distinguished from one or
more error cases. By way of example, a proper, successful
transfer of bodily fluid onto the test element can be distin-
guished from a case of flooding, in which bodily fluid is even
transferred from outside of the limits of the capillary onto the
sample application side of the test element, and a case of an
underdose, in which there is incomplete wetting of the sample
application side with bodily fluid even within the actual
evaluation region. In particular, the characterization can be
undertaken such that the device is designed to compare a
plurality of pixels to one another in at least one dimension. By
way of example, it is possible to compare neighboring pixels
to one another in at least one direction, for example in a
direction parallel to a longitudinal side of the evaluation
region. In particular, there can be a comparison of two or more
neighboring pixels in a pixel row aligned parallel to the evalu-
ation region. In particular, the signals of the pixels within the
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evaluation region can be compared in order to recognize
whether pixels which actually should indicate wetting in
actual fact exhibit such wetting. By way of example, this is a
way of recognizing an underdose, for example as a result of
incomplete filling of the capillary and/or an incomplete trans-
fer of the bodily fluid onto the test element. On the other hand,
it is possible to recognize if pixels which should not in actual
fact indicate wetting, i.e. pixels situated outside of the evalu-
ation region, do in fact detect wetting, as a result of which it
is possible for example to recognize flooding and/or an over-
dose. By way of example, the characterization can be brought
about such that there is a comparison of neighboring pixels
from one pixel row, which is substantially arranged parallel to
the longitudinal direction of the evaluation region, with, for
example, it being possible to make use of a thresholding
method. By way of example, this is how the difference in the
signals of neighboring pixels can be formed and compared to
atleast one threshold. If the difference exceeds the at least one
threshold, it is possible to deduce the presence of, for
example, underwetting and/or an underdose and/or another
error. Here, the longitudinal direction of the evaluation region
is preferably substantially aligned parallel to the edges of the
capillary and/or of the capillary channel of the capillary. As
explained above, the capillary is preferably caused to
approach the test element, for example pressed onto the latter,
in order to transfer the bodily fluid. As a result of a compari-
son of the neighboring pixel of the pixel row aligned parallel
thereto, it is therefore possible to recognize an incorrectly
filled capillary and/or an incorrect bodily fluid transfer, for
example as a result of incomplete and/or fragmentary filling
of the capillary.

As illustrated above, the detector can in particular be
embodied as a compact detector. Thus, the detector can in
particular have a detector assembly, more particularly a
detector chip, wherein, for example, the evaluation device can
be wholly or partly integrated into the detector assembly,
more particularly the detector chip. The evaluation device can
be designed to carry outa whole or partial image evaluation of
the image region and/or of the evaluation image region. In
particular, the detector chip can be embodied as an applica-
tion-specific integrated circuit (ASIC).

In particular, the device can be designed to recognize a
blank value. Here, a blank value characterizes an optical
property of the image region and/or of the evaluation image
region without wetting the test element with bodily fluid. In
particular, the recognition of the blank value can in turn take
place using an evaluation device, which can be wholly or
partly integrated into the detector. In particular, the device can
be designed to determine the blank value according to one or
more of the methods described below.

In a first variant of a method which the device, more par-
ticularly the evaluation device, can be designed to carry out, it
is possible to record a temporal image sequence. Here, a
temporal image sequence should be understood to mean a
multiplicity of items of image information from the optical
sensor, which were recorded at different, successive times,
for example images recorded at an interval of 100 ms. The
evaluation region can be determined from this temporal
image sequence, for example by means of one or more of the
above-described methods. Here it is possible to recognize at
least one pixel, preferably a number of pixels, arranged within
the evaluation region, and it is possible to determine at least
one initial value of the pixel from the temporal image
sequence and use said initial value as blank value. In other
words, it is possible initially to establish the evaluation region
from the temporal image sequence and then to determine one
or more initial values for one or more pixels within the evalu-
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ation region from the recorded image sequence, which initial
values can then serve as blank value; this corresponds to
“rewinding” the film of the image sequence. An advantage of
this method lies in the fact that it is possible to determine a
blank value for each pixel to be evaluated, which blank value
precisely corresponds to this pixel.

Alternatively, or in addition thereto, it is possible to use a
method in which an initial value of all pixels in the image
region is stored, or at least an initial value of a plurality of
pixels in the image region. It is then possible to establish the
evaluation region from a temporal image sequence of the
pixels. Pixels outside of the evaluation image region can be
discarded, and so there can be data reduction in this manner.
Atleast one initial value of a pixel within the evaluation image
region can then be used as a blank value. An advantage
offered by this method variant lies in significant data reduc-
tion because it is possible to discard pixels outside of the
evaluation image region during the recording of the temporal
image sequence as soon as it is clear where the evaluation
image region is positioned within the image region, and so
there is no longer the need to store image sequences of the
whole image region, but only image sequences ofthe pixels of
the evaluation region.

In a third method, which can in turn be used as an alterna-
tive or in addition to the above, it is possible to establish the
evaluation region, for example by means of one or more of the
above-described methods. As a blank value, it is then possible
to use at least one pixel outside of the evaluation image
region, i.e. a pixel on which a region of the test element is
imaged that is situated outside of the evaluation image region,
as a blank value. An advantage offered by this method variant
is that merely a small amount of data needs to be stored. By
way of example, the blank value can be determined solely on
the basis of an image after the reaction of the analyte, without
there being a need for storing a history or a temporal image
sequence. However, in principle, it is also possible to use
other methods for establishing one or more blank values.
Compared to known devices and methods, the proposed
device and the proposed method have a multiplicity of advan-
tages. Thus, in particular, this disclosure offers an advanta-
geous alternative to the use of conventional image sensors
with more than 10 000 pixels, as can for example be used for
the histogram analysis according to EP 1 843 148 Al. In
particular, these teachings are based on the insight that, on the
onehand, a spatial resolution preferably with at least approxi-
mately 10 pixels per capillary width, converted to the image
of'the capillary on the image region, is sought after. However,
onthe other hand, these teachings are based on the insight that
the optical imaging quality is badly affected by lack of space
in small, highly integrated and cost-sensitive instruments, in
particular portable instruments. At the same time, these teach-
ings acknowledge the fact that, from a semiconductor tech-
nology point of view, pixels that are as large as possible are
expedient because optical sensors with pixels that are as large
as possible, for example pixels with the above-described pixel
geometry and/or pixel dimensions, enable a comparatively
high fill factor of the optical sensors.

Thus, according to this disclosure, it is possible, in particu-
lar, to use an optical unit with 1:1 imaging. In the process, by
using the above-described device in one or more of the above-
described variants, it is possible, in particular, to increase the
area per pixel and accordingly reduce the number of pixels.
Reducing the amount of data and the data-analysis complex-
ity accompanies a reduction in the number of pixels, for
example to the above-described pixel numbers of the optical
sensor, and so it is possible to achieve an improvement in all
of the above-described critical boundary conditions of the
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device. At the same time, it is possible to match the pixel
geometry to the detection method and the implementation, for
example by a rectangular design of the pixels, wherein the
pixel geometry can in particular be matched specifically to the
geometry of the evaluation region, for example of the mea-
surement spot, e.g. as a result of the capillary geometry.

In conclusion, the following embodiments are considered
to be particularly advantageous within the scope of this dis-
closure:

EMBODIMENT 1

A device for detecting at least one analyte in a bodily fluid,
comprising at least one test element with at least one two-
dimensional evaluation region, furthermore comprising at
least one spatially resolving optical detector having a plural-
ity of pixels, wherein the detector is designed to image at least
part of the test element onto an image region, wherein at least
part of the evaluation region is imaged onto an evaluation
image region, wherein the detector is matched to the test
element such that a predetermined minimum number of pix-
els is provided for each dimension within the evaluation
image region, wherein the pixels are arranged in a two-di-
mensional matrix arrangement, wherein the matrix arrange-
ment has pixel rows and pixel columns, wherein the pixel
rows are arranged substantially parallel to a longitudinal
direction of the evaluation region and/or of the evaluation
image region.

EMBODIMENT 2

The device according to the preceding embodiment,
wherein the evaluation region is part of the test element,
wherein the device is embodied such that bodily fluid is
transferred onto the test element for detecting the analyte.

EMBODIMENT 3

The device according to one of the preceding embodi-
ments, wherein the device comprises at least one lancet ele-
ment with at least one capillary.

EMBODIMENT 4

The device according to the preceding embodiment,
wherein the device is designed to take up bodily fluid by
means of the capillary, wherein the device is furthermore
designed to transfer bodily fluid onto the test element by
causing the capillary to approach the test element.

EMBODIMENT 5

The device according to the preceding embodiment,
wherein the evaluation region is a region of the test element,
in which an optically detectable change occurs as a result of
transferring the bodily fluid onto the test element.

EMBODIMENT 6

The device according to one of the three preceding embodi-
ments, wherein the capillary has one or more of the following
dimensions:

a width of 50-200 um, more particularly of 90-150 um and

particularly preferably of 120 um;

alength of at least 1 mm, more particularly of at least 2 mm

and preferably a length of 2-4 mm.
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EMBODIMENT 7

The device according to one of the preceding embodi-
ments, wherein the device is designed to recognize the evalu-
ation region automatically.

EMBODIMENT 8

The device according to the preceding embodiment,
wherein the device is designed to recognize the evaluation
region according to method selected from the group consist-
ing of:

a pattern recognition method, wherein the device com-
prises at least one lancet element and/or at least one
capillary, wherein, in the pattern recognition method,
the lancet element and/or the capillary of the device are
recognized, wherein an extrapolation of the lancet ele-
ment and/or of the capillary onto the test element is
identified as evaluation region; and

a signal-change method, wherein a region of the test ele-
ment within which an optically detectable change occurs
as a result of a transfer of the bodily fluid onto the test
element is identified as evaluation region.

EMBODIMENT 9

The device according to one of the preceding embodi-
ments, wherein the detector has a total number of no more
than 1000 pixels, preferably a total number of no more than
500 and particularly preferably a total number of no more
than 256 pixels.

EMBODIMENT 10

The device according to one of the preceding embodi-
ments, wherein the detector has a longitudinal side and a
transverse side, more particularly a longitudinal side aligned
parallel to a capillary of the device and a transverse side
arranged perpendicular to the capillary, wherein the detector
has at least 3 pixel rows, preferably no more than 100 pixel
rows, more particularly 20-50 pixel rows in the direction of
the transverse side, wherein the detector furthermore has at
least 1 pixel column, preferably 2-20 pixel columns, more
particularly 5-10 pixel columns and particularly preferably 7
pixel columns in the direction of the longitudinal side.

EMBODIMENT 11

The device according to one of the preceding embodi-
ments, wherein at least 3 pixels, more particularly 5-30 pixels
and particularly preferably 10 pixels are arranged in the
evaluation region.

EMBODIMENT 12

The device according to one of the preceding embodi-
ments, wherein the evaluation region has a longitudinal side
and a transverse side, more particularly a longitudinal side
aligned parallel to a capillary of the device and a transverse
side arranged perpendicular to the capillary, wherein the
detector is designed such that at least 3 pixel rows, more
particularly 3-10 pixel rows are arranged in the direction of
the transverse side within the evaluation region, and wherein
the detector is furthermore designed such that at least 1 pixel
column, preferably at least 3 pixel columns, more particularly
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3-10 pixel columns and particularly preferably 7 pixel col-
umns are arranged in the direction of the longitudinal side.

EMBODIMENT 13

The device according to one of the preceding embodi-
ments, wherein the pixels have an elongate pixel geometry,
wherein the evaluation region has a longitudinal side and a
transverse side, more particularly a longitudinal side aligned
parallel to a capillary of the device and a transverse side
arranged perpendicular to the capillary, wherein the pixels
have alength in the direction of the longitudinal direction and
wherein the pixels have a width in the direction of the trans-
verse side, wherein the length exceeds the width, preferably
by atleast a factor of 1.3, more particularly by at least a factor
of'1.7 or at least a factor of 2 and particularly preferably by a
factor of 2.3.

EMBODIMENT 14

The device according to one of the preceding embodi-
ments, wherein the detector has a spatially resolving optical
unit, wherein the spatially resolving optical unit is designed to
image the evaluation region onto the evaluation image region
with a magnification of 3:1 to 0.5:1, preferably with a mag-
nification of 2:1 to 0.8:1, particularly preferably with a mag-
nification of 1.1:1 to 0.9:1 and ideally of 1:1.

EMBODIMENT 15

The device according to one of the preceding embodi-
ments, wherein the device is designed to characterize, more
particularly evaluate, a wetting of the test element with the
bodily fluid, wherein the device is designed to carry out the
characterization by comparing a plurality of pixels in at least
one dimension, preferably by comparing adjacent pixels of a
pixel row aligned parallel to the evaluation region.

EMBODIMENT 16

The device according to one of the preceding embodi-
ments, wherein the device is designed to recognize a blank
value, wherein the blank value is an optical property of the
image region and/or of the evaluation image region without
wetting of the test element with bodily fluid, wherein the
device is designed to determine the blank value according to
amethod, selected from the group consisting of the following
methods:

recording a temporal image sequence, wherein the evalu-

ation region is determined, wherein at least one pixel
arranged within the evaluation region is recognized and
an initial value of the pixel is determined from the tem-
poral image sequence and used as blank value;

an initial value of the pixels of the image region is stored,

the evaluation region is established from a temporal
image sequence of the pixels, pixels outside of the evalu-
ation region are discarded and at least one initial value of
a pixel within the evaluation region is used as blank
value; and

the evaluation region is established, at least one pixel from

outside of the evaluation region is used as blank value.

EMBODIMENT 17

A method for recognizing an evaluation region of a test
element for detecting at least one analyte in a bodily fluid, in
particular by using a device according to one of the preceding
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embodiments, wherein use is made of at least one lancet
element with at least one capillary, wherein bodily fluid taken
up into the capillary is transferred onto the test element,
wherein at least one spatially resolved optical detector is used
to image at least part of the test element onto an image region,
wherein at least part of the evaluation region of the test ele-
ment is imaged onto an evaluation image region, wherein the
evaluation region is automatically recognized according to a
method selected from the group consisting of:

a pattern recognition method, wherein, in the pattern rec-
ognition method, the lancet element (114) and/or the
capillary (116) are recognized, wherein an extrapolation
of'the lancet element (114) and/or of the capillary (116)
onto the test element (120) is identified as evaluation
region (136); and

a signal-change method, wherein a region of the test ele-
ment (120) within which an optically detectable change
occurs as a result of the transfer of the bodily fluid onto
the test element (120) is identified as evaluation region
(136).

BRIEF DESCRIPTION OF THE DRAWINGS

The above-mentioned aspects of exemplary embodiments
will become more apparent and will be better understood by
reference to the following description of the embodiments
taken in conjunction with the accompanying drawings,
wherein:

FIG. 1 shows an exemplary embodiment of a device
according to this disclosure;

FIGS. 2A and 3A contrast a conventional image of an
evaluation region (FIG. 2A) and an image according to this
disclosure (FIG. 3A);

FIGS. 2B and 3B show a comparison between a conven-
tional device (FIG. 2B) and a device according to this disclo-
sure (FIG. 3B), in a perspective illustration;

FIGS. 4 to 7 show measurement errors in various dimen-
sions when using conventional detectors (FIGS. 4 and 6)
compared to detectors according to this disclosure (FIGS. 5
and 7); and

FIGS. 8 A to 8C contrasta proper sample transter (FIG. 8A)
and various transfer errors (FIGS. 8B and 8C).

DETAILED DESCRIPTION

In a highly schematic exploded illustration, FIG. 1 illus-
trates a device 110 according to this disclosure for detecting at
least one analyte in a bodily fluid. In the illustrated exemplary
embodiment, the device 110 comprises a microsampler 112
with a lancet element 114 and a capillary 116. By way of
example, this can be a metallic lancet, into which the capillary
116 has been inset as capillary gap. By way of example, the
lancet element 114 can be driven to make a puncturing move-
ment, for example by a drive device 118, for example one or
more actuators (for example spring-driven actuators), with,
for example, a piercing into the skin of a user taking place
during a forward movement and a collection of bodily fluid in
the capillary 116 taking place during a return movement.

The device 110 furthermore comprises at least one test
element 120 in the illustrated exemplary embodiment. In
particular, this test element 120 can comprise at least one test
field 122, for example a test field 122 of a test strip and/or of
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atest tape with a plurality of test fields 122 and/or of atest disk
with a plurality of test fields 122. In principle, other embodi-
ments are also possible. By way of example, provision can be
made for a plurality of microsamplers, with respectively one
test field 122 being associated with each of them. By way of
example, a microsampler 112 and at least one test field 122
canrespectively be held in a chamber and together form a test.
Other embodiments are also possible.

By way of example, the test field 122 can comprise a
detection layer 124 with at least one test chemical which,
when the at least one analyte to be detected is present, carries
out an optically detectable and preferably analyte-specific
reaction and/or experiences a detectable change. In respect of
conventional test chemicals, reference can for example be
made to the prior art described above. The test field 122 can
furthermore comprise additional layers, for example one or
more separation layers 126, which separate unwanted con-
stituents of the sample of the bodily fluid, for example red
blood cells which interfere with an optical detection, before
the sample reaches the detection layer 124. Furthermore, the
separation layer 126 can have reflective properties, for
example by virtue of this comprising one or more reflecting
substances, for example white pigments.

The test element 120 has a sample application side 128, on
which, within a sample application region 130, at least part of
the sample of the bodily fluid held in the capillary 116 is
transferred onto the test field 122. To this end, the device 110
can comprise an approach device 132, which is designed to
cause the capillary 116 to approach the sample application
region 130 of the test field 122 after the sample is taken up into
the capillary 116. By way of example, the approach device
132 can comprise one or more actuators, which actively cause
the lancet element 114 to approach the test field 122, for
example press it onto the latter. However, alternatively, or in
addition thereto, the approach device 132 can also interact
with the drive device 118, for example by virtue of the cap-
illary 116 being caused to approach the test field 122 by a
corresponding guide of the lancet element 114 when the
lancet element 114 is withdrawn after a sample application
movement. However, it is particularly preferable for the
approach device 132 to have at least one actuator, for example
a plunger, which presses the lancet element 114 onto the test
field 122 such that a defined sample application region 130 is
created, which is wetted by the sample in a defined manner.

A detection side 134 is provided on the side of the test
element 120 opposite the sample application side 128. After
the sample is transferred from the capillary 116 onto the
sample application region 130 of the sample application side
128, an evaluation region 136 is formed on this detection side
134. By way of example, this evaluation region 136 can be a
projection of the sample application region 130 in the case of
a proper transfer of bodily fluid from the capillary 116 onto
the sample application side 128. The evaluation region 136
can therefore in particular characterize the region of the
detection side 134 within which an optically detectable
change occurs after a proper transfer of the sample from the
capillary 116 onto the test field 122.

In the illustrated exemplary embodiment, the device 110
furthermore comprises at least one detector 138, which, in the
illustrated exemplary embodiment, is made up of a number of
parts, but it can also be combined to form a common part, for
example a detector assembly. The detector 138 for example
comprises at least one light source 140 for illuminating the
detection side 134, which light source can for example com-
prise a light-emitting diode. The detector 138 moreover com-
prises an optical unit 142, which is illustrated in a greatly
simplified form in FIG. 1 and which, for example, can have
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one or more lenses. In the illustrated exemplary embodiment,
the detector 138 furthermore comprises an optical sensor 144,
for example a CCD chip and/or CMOS chip, which comprises
a plurality of pixels 146 in a matrix arrangement. The pixels
146 preferably have a rectangular design and, with their lon-
gitudinal side, are aligned parallel to a longitudinal extent of
the capillary 116 or the evaluation region 136 along an x-di-
rection and, with their narrower transverse side, are aligned
perpendicular to this direction of longitudinal extent in a
y-direction. The optical unit 142 is designed to image part of
the test element 120, more particularly part of the detection
side 134 of the test element 120, on the optical sensor 144. It
is additionally possible for further parts of the device 110 to
be imaged. Thus, for example, it is possible past the edge of
the test field 122 to image onto the optical sensor 144 part of
the microsampler 112, preferably together with part of the
capillary 116, by means of the detector 138 or by means of the
optical unit 142 such that it is preferably possible for part of
the capillary 116 to be observed directly. This is how a plu-
rality of regions are preferably created on the optical sensor
144. This is how an image region 148, illustrated by dots in
FIG. 1, is formed, on which the test element 120 and/or part of
this test element 120, for example part of the detection side
134 of the test field 122, is imaged. Within this image region
148, the evaluation region 136 is imaged on an evaluation
image region 150, which is illustrated in shaded fashion in
FIG. 1. Furthermore, a region is optionally formed on the
optical sensor 144, on which no constituents of the test ele-
ment 120 are imaged. By way of example, an image 152 of the
lancet element 114 can be created in this region, with an
image 154 of the capillary 116, which image was recorded
pastthe edge ofthe test field 120. The evaluation image region
150 thus substantially constitutes a continuation of this image
154 of the capillary 116, as illustrated symbolically in FIG. 1.

The device 110, more particularly the detector 138, can
furthermore comprise at least one evaluation device 156,
which is indicated symbolically in FIG. 1. The latter can also
be wholly or partly integrated into the detector 138, for
example into a detector assembly. By way of example, as
illustrated above, the evaluation device 156 can comprise at
least one data processing device, for example at least one
microcontroller, and/or other electronic components such as
e.g. logic components and/or memory components. By way
of example, the evaluation device can, together with other
components of the device 110, be designed to carry out a
method according to this disclosure. The evaluation device
156 can for example carry out an image evaluation.

As illustrated above, an essential idea of this disclosure
consists of using as detector 138 a detector with macro-pixels
146, i.e. large pixels, compared to conventional CMOS cam-
era sensors. This is illustrated in FIGS. 2A and 2B, which
show images on such optical sensors 144 in an exemplary
fashion. Here, FIG. 2A shows a conventional CMOS chip,
whereas FIG. 3A shows an optical sensor 144 with “macro-
pixels” 146, which are particularly preferred within the scope
of this disclosure. While there conventionally is a histogram
evaluation in the case of the CMOS sensor 144 as per FIG.
2A, as described in e.g. EP 1 843 148 A1, an almost conven-
tional evaluation can take place in the case of the detector 138
with the macro-pixels 146 as per the device 110 according to
this disclosure, in which conventional evaluation for example
the signals of each individual pixel 146 are stored and/or
analyzed, for example with the aid of the evaluation device
156.
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TABLE 1

Comparison of the properties of a conventional camera detection
with histogram analysis and 3:1 imaging (central column) and a
macro-pixel detection with 1:1 imaging (right-hand column).

Camera Macro-pixel
Imaging
Magnification 3:1 1:1
Tolerances + +
Producibility + +
Volume for optical unit and 2.57 cm? 1.77 cm?
optoelectronics
Optical sensor

Number of pixels ~65 000 =256
Number of pixels with ~2500 ~10
glucose information
Pixel dimensions 20 x 20 pm? 30 x 70 pm?

Data transfer und Data analysis

Pre-analysis on the sensor Required If desired

chip

Memory requirements per 256 x 2 byte 256 x 2 byte

cycle (i.e. per 10 ms ... 100 ms)

Analysis method Histogram Special (simple)
analysis algorithm

Table 1 compares conventional methods (column: “Cam-
era”) to analysis methods using a device 110 according to this
disclosure with macro-pixels. Here, optical units were used in
the conventional method, having a magnification of 3:1 as is
typically required for imaging using CMOS chips. There is a
total of approximately 65 000 pixels, of which approximately
2500 pixels in fact carry information in respect of the analyte
(referred to as glucose information in this case), i.e. are pixels
within the evaluation image region 150. The pixel dimensions
are typically 20x20 um* and these are square pixels. In the
case of such methods, a pre-analysis of the data is typically
necessary on the sensor chip itself because otherwise it is not
possible to ensure the high image recording rates. This usu-
ally results in an amount of data per cycle of 2562 bytes in
the case of an image recording every 10 ms to 100 ms. By way
of example, a histogram analysis can be used as analysis
method.

By contrast, in the device 110 according to this disclosure,
which uses macro-pixels 146, there was imaging with a mag-
nification scale of 1:1 using the optical unit 142 in the illus-
trated series of tests. While the volume for the optical unit and
the optoelectronics, i.e. the whole detector assembly, was
approximately 2.57 cm’ in the conventional devices, the vol-
ume for the optical unit and optoelectronics could, according
to this disclosure, be reduced to 1.77 cm? in the device 110.
The number of pixels was no more than 256. Of these,
approximately 10 pixels carried glucose information. In the
illustrated exemplary embodiment, the macro-pixels 146 had
pixel dimensions of 30x70 um?® and a rectangular shape.
There was no need for pre-analysis, e.g. pre-processing, of
data on the sensor chip, although it can in principle be carried
out if so desired. The memory requirements per cycle do not
change in principle, even without pre-processing of the data.
In the case of such small amounts of data as a result of the
small number of macro-pixels, it is possible to use a special,
simplified algorithm in order to determine the concentration
of the analyte in the bodily fluid. By way of example, this
algorithm can contain an evaluation of all pixels 146 arranged
within the evaluation image region 150 or merely of central
pixels.

By way of example, the evaluation image region 150
within the image region 148 can be recognized at first for this
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purpose, for example by means of one of the above-described
methods. Thus, for example, it is possible to recognize a
discoloring and/or a grayscale value change in the macro-
pixels 146, as a result of which the evaluation image region
150 is defined. Subsequently, one or more macro-pixels 146,
preferably situated centrally within the evaluation image
region 150, can be used to read out the image information
therefrom. By way of example, it is possible to recognize the
evaluation image region 150 as a result of a change of gray-
scale values and/or as a result of recognizing the image 154 of
the capillary, the continuation and/or extrapolation of which
into the image region 148 constituting the evaluation image
region 150. By way of example, the pixels 146 can be
arranged in pixel rows 158 parallel to the x-direction, and
hence parallel to the capillary 116, and in pixel columns 160
in the y-direction. The pixel row 158 situated furthest in the
center of the evaluation image region 150 can for example be
used for the evaluation. Alternatively, it is also possible to use
a plurality of pixel rows 158 and/or parts of these pixel rows.

FIGS. 2B and 3B contrast detector assemblies 162 of con-
ventional devices (FIG. 2B) and of devices according to this
disclosure (FIG. 3B). Here, the reference sign 120 once again
denotes a test element, for example a test field. By way of
example, the test element 120 can be arranged in movable
fashion relative to the detector assembly 162, for example as
part of an analysis tape. Arranged below the test element 120
in the illustrated exemplary embodiment there is a light
source 140 (not resolved in any more detail in the figures) and,
optionally, a deflection device 164, which guides reflected
light to optical sensors 144, to a CMOS chip with typically
more than 10 000 pixels in the case of FIG. 2B and to an
optical sensor 144 with macro-pixels 146, preferably with no
more than 256 macro-pixels in the case of the FIG. 3B accord-
ing to this disclosure. In the beam path, provision is further-
more made for an optical unit 142; to be precise, for an optical
unit with a magnification of 3:1 and accordingly a greater
installation space in the exemplary embodiment as per FIG.
2B and for an optical unit with preferably a magnification of
1:1 in the case of FIG. 3B according to this disclosure. It
emerges clearly from FIGS. 2B and 3B that the installation
space requirements of the embodiment according to this dis-
closure in FIG. 3B are significantly smaller than the installa-
tion space requirements as per FIG. 2B.

FIGS. 4 to 7 contrast comparison trials between conven-
tional CMOS chips as per FIG. 2A and optical sensors 144
with macro-pixels 146, for example as per FIG. 3A. Plotted in
each case on the vertical axis, which is respectively denoted
by F, is an overall error of a glucose-concentration determi-
nation in percent. Plotted on the horizontal axis are a number
of pixels of the optical sensor 144. Here N, denotes the num-
ber of pixels perpendicular to the capillary 116 or the image
thereof (FIGS. 4 and 5), i.e. the number of pixel rows 158 on
the optical sensor 144, and N, denotes the number of pixels
146 parallel to the capillary 116 or the image thereof (FIGS.
6 and 7), i.e. the number of pixel columns 160 per optical
sensor 144. Here, FIGS. 4 and 6 show experiments with
conventional CMOS sensor chips, with the filled circles rep-
resenting measurement points where the whole camera image
was evaluated. The filled squares denote measurement points
where a region of interest (ROI) was initially selected in
advance, i.e. prior to data analysis, within which ROI the
evaluation then took place. The latter demands significant
requirements in respect of time and computation power, and
hence resources, in the evaluation device 156. By contrast,
FIGS. 5 and 7 show measurement points for devices 110
according to this disclosure with macro-pixels 146 (filled
triangles). The trials were carried out using capillaries 116
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with a width of 120 um. While pixel dimensions of 20x20
um? were used in the conventional CMOS chips, pixels with
dimensions of 30x70 um? (i.e. 30 um in the y-direction and 70
um in the x-direction) were used as macro-pixels 146 accord-
ing to this disclosure which, as indicated in FIG. 3A, were
aligned parallel to the capillary 116 with their longer side.

It emerges from the comparison of the substantially iden-
tical FIGS. 6 and 7 that conventional sensor chips with con-
ventional evaluation methods only have reliable results once
there are approximately 200 to 250 pixels in the x- and y-di-
rections. By contrast, in devices 110 according to this disclo-
sure with macro-pixels 146, a characteristic minimum
already forms once there are approximately 5 pixel columns
(the different scales of the vertical axes in FIGS. 7 and 6
should be noted) and small errors can already be recorded in
FIG. 7 in the case of less than 5 pixel columns, said errors
being comparable to errors which in FIG. 6 only occur once
there are approximately 250 pixels. Accordingly, it is also
possible, for example, to use 3 pixel columns 160 with great
accuracy. In the y-direction, it is likewise possible already to
record a very small error in the case of a very small number of
pixels or a very small number of pixel rows 158, which error
is likewise comparable to the errors occurring in FIG. 4 once
there are 200 or 250 pixels. Thus, as emerges from e.g. FIG.
5, it is possible to use optical sensors 144 with 30 macro-
pixels 144 in the y-direction, or 30 pixel rows 158, to out-
standing effect. In particular, a detailed analysis has shown
that optical sensors 144 with 32 pixel rows 158 and 7 pixel
columns 160, with pixel dimensions of 30 pmx120 um, are
already sufficient to enable good evaluation.

In this case, it should also be noted in particular that each
pixel 146 typically requires a circuit with in each case at least
three transistors as a result of the high demands in respect of
the photometric measurement accuracies, for example in the
case of conventional CMOS techniques. Thus, on a conven-
tional sensor 144, e.g. a CMOS chip, the ratio of photosensi-
tive area to overall area of each pixel including the electron-
ics, i.e. the so-called fill factor, reduces with decreasing size
of the pixels 146. In the case of conventional CMOS chips,
such as the chips illustrated in FIG. 2A, the fill factor is
typically merely between 10% and 30%. By contrast, if use is
made of the proposed macro-pixels 146, the fill factor in turn
is estimated to increase to over 80%, and so the signal yield is
higher and hence the reliability, in particular the signal-to-
noise ratio, and/or current requirements are more expedient as
result of the option of reducing a light power of the light
source 140 while maintaining the same signal quality.

As described above, there can be an automatic identifica-
tion of the evaluation region 136. In the process, the evalua-
tion region 136 can be determined in both x- and y-directions,
or merely in one of these directions. It is particularly expedi-
ent for the evaluation region 136 to be determined at least in
the y-direction, i.e. perpendicular to the capillary 116 or the
image thereof, within the image region 148. Here, the vertical
position of the capillary 116 or of the evaluation image region
150 can in particular be recognized using a simple algorithm.
In particular, the latter can be based on forming the difference
in time for each pixel 146. By way of example, as soon as two
or more pixels 144 neighboring one another in the horizontal
direction in FIG. 3A experience the same change, ie. a
change which is the same (with the exception of a predeter-
mined tolerance region of e.g. 5% or less), it is then possible
to deduce that these pixels 146 are arranged within the evalu-
ation image region 150. In the case of 32 pixel rows 158 and
an image section of e.g. 1 mm and a magnification of 1:1
(which is the preferred solution), the above-described capil-
lary width of 120 um for example corresponds to precisely 4
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pixel heights, and so at least one pixel row 158 or in actual fact
even at least two pixel rows is/are always lying within the
evaluation image region 150, i.e. within the image of the
capillary 116, and can thus measure discoloration indepen-
dently of the edge effects of the capillary 116, which can for
example be pressed onto the test field 122.

Furthermore, according to this disclosure, there can
optionally be an early recognition of the capillary 116 and/or
of the evaluation image region 150 by a starting detectable
change on the detection side 134, for example by a starting
discoloring and/or shadowing on the detection side 134.
Accordingly, it is already possible to deduce the evaluation
image region 150 from the starting discoloring before a detec-
tion reaction has run its complete course. However, more
precise analyses have shown that the capillary 116 can be
recognized very early, i.e. optionally even before the actual
contact between the sample or the capillary 116 and the test
field 122, if, as described above, the detection geometry of the
detector 138 is designed such that not only the test field 122 or
part thereof with the capillary 116 thereof situated over it are
measured, but that additionally a narrow strip at the edge
detects the actual capillary 116 without the test field 122. This
was described above on the basis of FIG. 1. Such regions, in
which an image 154 of the capillary 116 can be recognized
outside of the test field 122, are illustrated in FIGS. 2A and
3A. The capillary 116 can be determined in a very simple and
reliable fashion in these images. If the image 154 of the
capillary 116 is detected, it is thus possible to recognize or
determine the region, e.g. the pixel rows 158, of the expected
discoloration and hence the evaluation image region 150 by
extrapolation toward the right-hand side in FIG. 3A. The
advantage of this lies in the fact that a blank value can be
measured prior to wetting within the evaluation image region
150, without requiring buffer storage of data. Without this
simple capillary detection, it is generally necessary at first to
buffer store a complete blank image so that it is possible at a
later stage, i.e. when the capillary position is recognized, to
use precisely the corresponding row from the blank image to
establish the blank value, although this blank image merely
still comprises e.g. 32x7=224 pixels 146 or the information
therefrom in the case of the macro-pixels.

Furthermore, as described above, the device 110 can also
be designed to characterize a transfer of the sample from the
microsampler 112 onto the test element 120. In particular, this
characterization can be designed such that a correct sample
transfer is in the process distinguished from transfer errors or
filling errors. This is illustrated in FIGS. 8 A to 8C. While FIG.
8A shows correct filling of the capillary 116, followed by a
correct transfer onto the evaluation region 136, FIG. 8B
shows a case in which the capillary 116 was not filled com-
pletely and/or in which there was an incomplete transfer of a
sample from the capillary 116 onto the sample application
region 130, i.e. under-wetting. By contrast, FIG. 8C shows a
case in which there was an overflow, i.e. over-wetting or
flooding.

Within the scope of the proposed device 110 with the
macro-pixels 146 which can be realized easily from a manu-
facturing point of view, such errors can be recognized by way
of example by means of a simple logic query. Thus, for
example, it is possible to carry out a logic query as to whether
all pixels 146 within a pixel row 158 have the same grayscale
value or the same signal, for example within a narrow error
tolerance of e.g. less than 5%. This renders it possible to
recognize under-wetting as per FIG. 8B. Furthermore, in
order to recognize flooding as per FIG. 8C, it is possible to
query whether or not a different grayscale value or a different
signal is created after wetting at e.g. 10 pixel rows 158 above
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the capillary 116 or the image thereof on the optical sensor
144 and/or at a different predetermined offset. By way of
example, this would not be the case in the case shown in FIG.
8C. If no deviation is recognized, this makes it possible to
infer flooding as per FI1G. 8C. However, in principle, it is also
possible to use other algorithms for identifying wetting
errors.

While exemplary embodiments have been disclosed here-
inabove, the present invention is not limited to the disclosed
embodiments. Instead, this application is intended to cover
any variations, uses, or adaptations of the invention using its
general principles. Further, this application is intended to
cover such departures from the present disclosure as come
within known or customary practice in the art to which this
invention pertains and which fall within the limits of the
appended claims.

LIST OF REFERENCE SIGNS

110 Device for detecting an analyte
112 Microsampler
114 Lancet element
116 Capillary
118 Drive device
120 Test element
122 Test field
124 Detection layer
126 Separation layer
128 Sample application side
130 Sample application region
132 Approach device
134 Detection side
136 Evaluation region
138 Detector
140 Light source
142 Optical unit
144 Optical sensor
146 Pixel
148 Image region
150 Evaluation image region
152 Image of the lancet element
154 Image of the capillary
156 Evaluation device
158 Pixel rows
160 Pixel columns
162 Detector assembly
164 Deflection device
What is claimed is:
1. A device for detecting at least one analyte in a bodily
fluid, comprising:
atest element having a two-dimensional evaluation region;
and
a spatially resolving optical detector having a plurality of
pixels, the detector being configured to image at least
part of the test element onto an image region and to
image at least part of the evaluation region onto an
evaluation image region;
wherein:
the detector is matched to the test element such that a
predetermined minimum number of pixels is pro-
vided for each dimension within the evaluation image
region;
the pixels are arranged in a two-dimensional matrix
having pixel rows and pixel columns; and
the pixel rows are arranged substantially parallel to a
longitudinal direction of at least one of the evaluation
region or the evaluation image region;
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further wherein, the device is configured to automatically

recognize the evaluation region according to one or

more of the following:

a pattern recognition method, wherein the device com-
prises at least one element selected from the group
consisting of at least one lancet element and at least
one capillary, wherein, in the pattern recognition
method, the element is recognized and an extrapola-
tion of the element onto the test element is identified
as the evaluation region;

a signal-change method, wherein a region of the test
element within which an optically detectable change
occurs as a result of a transfer of the bodily fluid onto
the test element is identified as the evaluation region.

2. The device as claimed in claim 1, wherein the device is
configured such that bodily fluid is transferred onto the test
element for detecting the analyte.

3. The device as claimed in claim 1, further comprising a
lancet element with a capillary configured to take up bodily
fluid, wherein the device is configured to transfer bodily fluid
onto the test element by causing the capillary to approach the
test element.

4. The device as claimed in claim 1, wherein the detector
has a total number of no more than 1000 pixels.

5. The device as claimed in claim 1, wherein the detector
has a longitudinal side and a transverse side, wherein the
detector has at least 3 pixel rows in the direction of the
transverse side and at least 1 pixel column in the direction of
the longitudinal side.

6. The device as claimed in claim 1, wherein the evaluation
image region comprises at least three pixels.

7. The device as claimed in claim 1, wherein the evaluation
image region has a longitudinal side and a transverse side, at
least 3 pixel rows being arranged in the direction of the
transverse side and at least 1 pixel column being arranged in
the direction of the longitudinal side.

8. The device as claimed in claim 1, wherein the pixels have
an elongate pixel geometry, wherein the evaluation region has
a longitudinal side and a transverse side, wherein the pixels
have a length in the direction of the longitudinal direction and
wherein the pixels have a width in the direction of the trans-
verse side, wherein the length exceeds the width.

9. The device as claimed in claim 1, wherein the device is
configured to characterize a wetting of the test element with
the bodily fluid by comparing a plurality of pixels in at least
one dimension.

10. The device as claimed in claim 1, wherein the device is
configured to recognize a blank value, wherein the blank
value is an optical property of at least one of the image region
or the evaluation image region, wherein the device is config-
ured to determine the blank value by one or more of the
following:

recording a temporal image sequence wherein at least one

pixel arranged within the evaluation region is recog-

nized and an initial value of the pixel is determined from
the temporal image sequence and used as blank value;
an initial value of the pixels of the image region is stored,
the evaluation region is established from a temporal
image sequence of the pixels, pixels outside of the evalu-
ation region are discarded and at least one initial value of

a pixel within the evaluation region is used as blank

value;

the evaluation region is established and at least one pixel

from outside of the evaluation region is used as blank

value.
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11. The device as claimed in claim 3, wherein the evalua-
tion region is a region of the test element in which an optically
detectable change occurs as a result of transferring the bodily
fluid onto the test element.

12. The device as claimed in claim 3, wherein the capillary
has one or more of the following dimensions:

a width of 50-200 um; and

a length of at least 1 mm.

13. The device according to claim 12, wherein the capillary
has a width of 90-150 pm.

14. The device according to claim 12, wherein the capillary
has a width of 120 um.

15. The device according to claim 12, wherein the capillary
has a length of at least 2 mm.

16. The device according to claim 12, wherein the capillary
has a length of 2-4 mm.

17. The device as claimed in claim 4, wherein the detector
has a total number of no more than 500 pixels.

18. The device as claimed in claim 4, wherein the detector
has a total number of no more than 256 pixels.

19. The device as claimed in claim 5, wherein the longitu-
dinal side is aligned parallel to a capillary of the device and
the transverse side is arranged perpendicular to the capillary.

20. The device as claimed in claim 5, wherein the detector
has no more than 100 pixel rows in the direction of the
transverse side.

21. The device as claimed in claim 5, wherein the detector
has 20-50 pixel rows in the direction of the transverse side.

22. The device as claimed in claim 5, wherein the detector
has 2-20 pixel columns in the direction of the longitudinal
side.

23. The device as claimed in claim 5, wherein the detector
has 5-10 pixel columns in the direction of the longitudinal
side.

24. The device as claimed in claim 5, wherein the detector
has 7 pixel columns in the direction of the longitudinal side.

25. The device as claimed in claim 6, wherein 5-30 pixels
are arranged in the evaluation image region.

26. The device as claimed in claim 6, wherein 10 pixels are
arranged in the evaluation image region.

27. The device as claimed in claim 7, wherein the longitu-
dinal side is aligned parallel to a capillary of the device and
the transverse side is arranged perpendicular to the capillary.

28. The device as claimed in claim 7, wherein the detector
has 3-10 pixel rows arranged in the direction of the transverse
side.

29. The device as claimed in claim 7, wherein the detector
has at least 3 pixel columns arranged in the direction of the
longitudinal side.

30. The device as claimed in claim 7, wherein the detector
has 3-10 pixel columns arranged in the direction of the lon-
gitudinal side.

31. The device as claimed in claim 7, wherein the detector
has 7 pixel columns arranged in the direction of the longitu-
dinal side.

32. The device as claimed in claim 8, wherein the longitu-
dinal side is aligned parallel to the capillary and the transverse
side is arranged perpendicular to the capillary.

33. The device as claimed in claim 8, wherein the length
exceeds the width by at least a factor of 1.3.

34. The device as claimed in claim 8, wherein the length
exceeds the width by at least a factor of 1.7.

35. The device as claimed in claim 8, wherein the length
exceeds the width by at least a factor of 2.

36. The device as claimed in claim 8, wherein the length
exceeds the width by at least a factor of 2.3.
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37. The device as claimed in claim 1, wherein the spatially
resolving optical unit is configured to image the evaluation
region onto the evaluation image region with a magnification
0f3:1t00.5:1.

38. Thedevice as claimed in claim 37, wherein the spatially
resolving optical unit is configured to image the evaluation
region onto the evaluation image region with a magnification
0f2:1100.8:1.

39. Thedevice as claimed in claim 37, wherein the spatially
resolving optical unit is configured to image the evaluation
region onto the evaluation image region with a magnification
0f1.1:1t0 0.9:1.

40.The device as claimed in claim 37, wherein the spatially
resolving optical unit is configured to image the evaluation
region onto the evaluation image region with a magnification
of 1:1.

41. The device as claimed in claim 9, wherein the device is
configured to evaluate the wetting of the test element with the
bodily fluid.

42. The device as claimed in claim 9, wherein the charac-
terization is carried out by comparing adjacent pixels of a
pixel row aligned parallel to the evaluation region.

43. A method for recognizing an evaluation region of a test
element for detecting at least one analyte in a bodily fluid,
comprising:

providing a lancet element with a capillary;

drawing bodily fluid into the capillary;

transferring at least a portion of the bodily fluid onto the
test element;

using a spatially resolved optical detector to image at least
part of the test element onto an image region;

imaging at least part of an evaluation region of the test
element onto an evaluation image region; and

automatically recognizing the evaluation region by at least
one of:

a pattern recognition method in which at least one element
selected from the group consisting of the lancet element
and the capillary is recognized and an extrapolation of
the element onto the test element is identified as the
evaluation region; or

a signal-change method in which a region of the test ele-
ment within which an optically detectable change occurs
as a result of the transfer of the bodily fluid onto the test
element is identified as the evaluation region.

44. The method according to claim 43, further comprising

using the device as claimed in claim 1.

45. A device for detecting at least one analyte in a bodily
fluid, comprising:

atest element having a two-dimensional evaluation region;
and

a spatially resolving optical detector having a plurality of
pixels, the detector being configured to image at least
part of the test element onto an image region and to
image at least part of the evaluation region onto an
evaluation image region;
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wherein:

the detector is matched to the test element such that a
predetermined minimum number of pixels is pro-
vided for each dimension within the evaluation image
region;

the pixels are arranged in a two-dimensional matrix
having pixel rows and pixel columns; and

the pixel rows are arranged substantially parallel to a
longitudinal direction of at least one of the evaluation
region or the evaluation image region;
further wherein the device is configured to recognize a
blank value, wherein the blank value is an optical prop-
erty of at least one of the image region or the evaluation
image region, wherein the device is configured to deter-
mine the blank value by one or more of the following:
recording a temporal image sequence wherein at least
one pixel arranged within the evaluation region is
recognized and an initial value of the pixel is deter-
mined from the temporal image sequence and used as
blank value;

an initial value of the pixels of the image region is stored,
the evaluation region is established from a temporal
image sequence of the pixels, pixels outside of the
evaluation region are discarded and at least one initial
value of a pixel within the evaluation region is used as
blank value;

the evaluation region is established and at least one pixel
from outside of the evaluation region is used as blank
value.

46. The device according to claim 45, wherein the device is

configured to automatically recognize the evaluation region.

47. The device according to claim 46, wherein the device is

configured to automatically recognize the evaluation region
according to one or more of the following:

a pattern recognition method, wherein the device com-
prises at least one element selected from the group con-
sisting of at least one lancet element and at least one
capillary, wherein, in the pattern recognition method,
the element is recognized and an extrapolation of the
element onto the test element is identified as the evalu-
ation region;

a signal-change method, wherein a region of the test ele-
ment within which an optically detectable change occurs
as a result of a transfer of the bodily fluid onto the test
element is identified as the evaluation region.

48. The device as claimed in claim 45, wherein the detector

has a total number of no more than 1000 pixels.

49. The device as claimed in claim 45, wherein the detector

has a total number of no more than 500 pixels.

50. The device as claimed in claim 45, wherein the detector

has a total number of no more than 256 pixels.

51. The device as claimed in claim 45, wherein the evalu-

ation image region comprises at least three pixels.

52. The device as claimed in claim 51, wherein 5-30 pixels

are arranged in the evaluation image region.
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